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No. F./E Tender/COA-K/2025/6372 Dated: 23.12.2025

CORRIGENDUM

In continuation of this office E tender No. F./E Tender/COA-K/2025/ 6327

Dated: 17.12.2025, the specifications of items at S. No. 9,22, 27 & 43 will be read as
under. All other terms and conditions will remain unchanged.

UBN: SKN2526GLOB00342, NIB Code: SKN2526A0319

S. No.

Name of
Item

Revised Specifications

3

Digital
Moisture
Analyzer

Infra-red heating/halogen heating technology

Weighing Range- 35g max.

Reproducibility- £0.2% (from 1g sample), +0.05% (from 5g sample)
Readability- 1mg; 0.01%

Display- graphical display with LED backlight

Display Options- % moisture, % dry mass, % Wet mass, % ATRO, g residue
Sample Quantity-5-15g

Temperature Range- 30-180°C (in 1°C increments)

Switch-off Criteria- Fully automatic, manual, or timed (0.1-99 min)
Heating Technology- Infrared dark radiator (metal tubular heating
elements)/Halogen lamp

Data Interface- RS232 C-S/V24-V28, 7 Data-bit (ASCII) 1 Parity-bit
Power Consumption- Max. 400 VA

Dimensions (WxDxH)- 224 x 366 x 191 mm/ Bench Top

Weight- Approximately 5.8 kg

Warranty - 2 year

22

Protein
Analyzer

Kjeldahl or Infrared-based,

Capacity: 1-8 samples per cycle

Material: MOC Glass Reinforced Polymer

Machine Type- Automatic

Usage/Application- Laboratory Use

Display- LED Display system

Analysis Principle- Kjeldahl

Interfaces- PC Compatible

Ambient Temp- 450°C

Analysis Time-45mins

Macro digestion tubes with capacity 250 ml volume with all set of
Accessories

Configurable based on the desired set volume, with an accuracy of 0.1 ml
Automatic distilled water, steam addition, alkali addition & boric acid
addition steam power control from 25 to 100

Superior Auto sequencing Microprocessor Based Eight Samples Macro Tube
Digestion Block with Programmable controller Digital LED Display System
Three stage acid neutralizer scrubber with MS outer cover

e




The Rapid Fully Auto Run Completely Microprocessor Programmable
Based Auto Sequence Operation LCD/LED Feather Touch Display
Distillation System with 50 user Programmable formulae in built Software
Certification: ISO/GMP

2-3 years Warranty of the Product.

27 Fat Automatic Fat Analyzer with 6-12 Glass/aluminum extraction cups.

Analyzer Individual heating positions with independent heat operation control of
each position.
Display: Touch display Inbuilt control panel Saves bench space and
provides a compact, integrated setup
Fully automatic: Automatic Boiling, Rising & Recovery - Without manual
operator intervention
2-3 years Warranty of the Product.

43 Automatic | Microprocessor based Nitrogen distillation apparatus with graphite blocks.
Digestion & Infrared heating and high-purity graphite conduction. Inbuilt add-on stands
Distillation | by safety PID controller for heater and block protection apart from main
Unit for microprocessor-based PLC controller. Digestion digesting with high quality
Protein corrosion-resistant block protection block housing made of stainless steel.
Estimation | Manual with automatic lift. High efficiency heating and extraction hood with

exhaust collector. Digestion vessels with 100-250 ml volume (20 sample
slots/position or more). Temperature range 50-450°C (should have
advanced PID temperature control technology and display colour screen
should have 5” or more digestion) Three stage acid neutralizer scrubber
with MS outer cover. Auto sequencing microprocessor-based PC compatible
distillation system within built software with programmable steps.
Distillation capacity: 15-20 samples/hr with >99.5% nitrogen recovery.
Automatic alkali pipeline washing function. Steam addition for equilibrium:
0-15 seconds. Adjustable stem power from 10-100% suitable for varied
applications. Distillation temperature monitoring provisions to ensure real
time monitoring of temperature of distillate thereby ensuring accuracy of
results. Necessary accessory and peripherals necessary for working need to
provide with the distillation unit. Measuring range: approx. 0.01mg-240 mg
Nitrogen better. Recovery>99.5%. Sample capacity: solid<6g/sample,
liquid<16mL/sample for distillation/analysis of protein. Distillation speed:
3-6 min/sample. Cooling water consumption: 1.5 L/min. Operating mode:
Manual &/automatic mode. Display modes: Electrical requirement: 230
V/50Hz.

3 years Warranty of the Product.
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Copy to the following for information and further needful:
1. The Comptroller, SKNAU, Jobner
2. Convenor/Members/Accounts Section, COA, Kumher-Bharatpur
3. All Notice Boards- College, ARSS, KVK & Panchayat Samiti, Kumher
4. 0/1 CIMCA, SKNAU, Jobner for uploading to University Website-
www.sknau.ac.in & sppp.rajasthan.gov.in
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